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GHAZIABAD
TENDER DOCUMENT 

(VOLUME-II)

PRICE-BID

Name of work  :     Laying of Balance Sewer line and water supply line in Kaushambi Scheme, Ghaziabad.

ESTIMATED COST
-
Rs. 31.42 Lacs

YEAR – 



2009-10

EXECUTIVE ENGINEER

GHAZIABAD DEVELOPMENT AUTHORITY
GHAZIABAD

TENDER DOCUMENT

VOLUME - II

PRICE BID

Name of work: :           Laying of Balance Sewer line and water supply line in Kaushambi Scheme, Ghaziabad.


	Estimated Cost 
	:
	Rs. 31.42 lacs 

	
	
	

	Cost of Tender 
	: 
	Rs. 1100.00

	
	
	

	Earnest Money 
	:
	0.62 Lacs

	
	
	

	Time of Completion 
	:
	3 Months 

	
	
	

	Liability/Maintenance  period 
	:
	12 Months 

	
	
	

	Validity of Tender 
	:
	Three Months

	
	
	

	Date of Sale of Tender 
	: 
	09.11.2009 to 16.11.2009

	
	
	

	Date of Opening  of  Tender
	:
	18.11.2009

	
	
	

	1. Pre-Qualification
	:
	18.11.2009

	
	
	

	2. Price Bid
	:
	Information will be given after approval.


GHAZIABAD DEVELOPMENT AUTHORITY, GHAZIABAD

ABSTRACT OF COST

Name of Work:   Laying of Balance Sewer line and water supply line in Kaushambi 

Scheme, Ghaziabad.
PART – A

Sewer and road work 






Rs.
30,42,540.19

PART – B
Water Line Work






Rs.
     100170.77










Total
Rs.
31,42,710.06

         J.E.





A.E.




   E.E.

GHAZIABAD


     DEVELOPMENT
               AUTHORITY

BILL OF QUANTITY 

Name of Work: Laying of Balance Sewer line and water supply line in Kaushambi Scheme, Ghaziabad.
PART – A

 (SEWER WORK AND REPAIR IN ROAD ) 

	Sr.

No.
	Item of Work
	Qty
	Unit
	Rate per Unit
	Amount

(Rs.)

	1.
	2
	3
	4
	5
	6

	1. 
	Excavation of following depth for laying sewer line in ordinary soil (earth sand loan and clay) ect. trimming dressing, leveling, refilling of trench in 20.cm laver watering & ramming the same etc. removal of surplus earth and other dismantled materials upto a distance of 50 m from the centre of trench.  

a. 0-1.50 mt from B.G.L 

b. 1.5-3.0 mt from B.G.L.
	1784.93

971.78
	Cum

Cum
	83.50

104.95
	149041.66

101988.31

	2. 
	Supply and laying of 40 mm gauge size dry brick Ballast proper Completion of the work.   
	78.35
	Cum
	770.90
	60400.00

	3. 
	Cement Concrete with 2 cm. gauge approved stone ballast coarse sand & cement in the proportion of 4:2:1 including supply of all materials, labour, tools & plants etc. required for proper completion of the work. S.I. No. 279A/2008
	8.82
	Cum
	3450.00
	30429.00

	4. 
	Carting and laying of following dia RCC hume pipe and collars from store to the site of work, lowering same into the trenches  true to alignment, Caulking joints with spun yarn soaked with bitumen and jointing with 1-2 cement and coarse sand mortar including excavation of earth below invert level of pipe, cost of all jointing materal, testing ect. all complete but excluding excavation & refilling of trenches from ground level to invert level of pipe.

a   350 mm dia NP3 RCC Hume pipe 

b   450 mm dia NP3 RCC Hume pipe 

c   600 mm dia NP3 RCC Hume pipe 
	174.50

390.00

227.00
	RM

RM

RM
	182.00

264.34

332.57
	31759.00

103092.60

75493.39

	5. 
	Plugging and dismantling the plug for the pipes 350 mm dia to 600 mm dia with 23cm thick brick work in 1:6 and plaster 1.6 cement : fine sand 
	100
	each
	73.00
	7300.00

	6. 
	Construction of RCC man hole as per direction of E/I of 1.60 mt. internal diea & 5 mt. deep all complete as per approved design & drawing of GDA
	30
	each
	37650.00
	1129500.00

	7. 
	Add extra/deduct for depth of shaft as per direction of internal approved design & drawing of GDA.
	60.00
	RM
	4454.60
	(–) 267276.00

	8. 
	Construction of manhole internal size 1.0x 1.20 x 3.00 m including earth work in fd & 25 cm thick plain CC in base 1:2:4 B/W of wall in 1:3 cement fine sand mortor for 35 cm thick walls upto 1.00 m & 23 cm thick wall of 2.0 m high walls pf 2.0 m high plastering inner wall 1:4 CM with fine sand with neat cement finish & 15 cm thich RCC 1:2:4 slab with 28.5 kg iron & 8 cm RCC 1:2:4 in channel i/c supply & fixing CI foot steps @ 30 cm c/c of 16 kg each manhole cover as per directed by the Engineer in charge. 
	20
	each
	14397.00
	287940.00

	9. 
	Addition or subtraction in item No. 8 above for regulating manhole shaft as per drawing, design specification as per directed by the Engineer-in-charge i/c supply of all material T&P ect. required for proper completion of work. 
	30.00
	RM
	3844.75
	(–) 115342.50



	10. 
	Scraping old painted surface including disposal of all scraped maternal to a distance of 30 meters (100 ft) as directed by Enginer-in- charge.SI 772 SOR 2008.
	1404.45
	Sqm.
	12.00
	16853.40

	11. D
	Dismantling reinforced cement concrete or reinforced brick work including stacking of materials as directed by the Engineer in charge within a distance of 60 metro ( 200 feet)SI 694, SOR 2008.
	0.48
	Cum.
	260.00
	124.80

	12. 
	R.C.C. work with cement approved coarse sand and 4.cm. gauge approved stone grit in proportion of 1:1 ½”:3 in RCC raft foundation and footing including necessary centering and shuttering etc. excluding supply of reinforcement including supply of new item 5.12/2008.
	0.48
	Cum.
	5000.00
	2400.00

	12A
	M.S. (Tor steel of plain) in plain work such as RCC of RB work including bending for proper shape and including supply of steel & its wastage, bend, hooks and authorised over lapping shall be measured and including cost of binding wire. Item no 504 SOR 2008
	0.38
	Qtl.
	4900.00
	1862.00

	13. 
	Dismantling brick work or stone work in lime or cement mortar and including stacking of materials as directed be the Engineer-in- charge within a distance of 60 meter (200 feet)SI 692 SOR2008 
	0.42
	Cum.
	95.00
	399.00

	14. 
	M-150 class brick work in 1:4 cement and fine sand of 1.25 fineness modulous mortar in foundation and plinth including supply of all materials, labour and tools and plants, etc. required for proper completion of the work As per SOR 2008/S . N. 305


	0.42
	Cum.
	2100.00
	882.00

	15. 
	Mechanical compaction of earth to achieve 95% proctor density including watering, settlement, roller charges with fuel etc. 
	702.23
	Cum.
	16.50
	11586.80

	16. 
	Supplying and stacking of stone ballast including cargtage, octroi taxed , loading & unloading etc. with all complete of following size.

a) 40 mm – 90mm gauge size 

b) 40 mm – 63mm gauge size

C) 25 mm – 50mm gauge size
	155.89

155.89

155.89
	Cum.

Cum.

Cum.
	895.00

917.00

944.50
	139521.55

142951.13

147238.11

	17.
	Consolidation of stone ballast 12 cm. thick (loose) including roller charge with all complete.                 S.I. No. 757(A)/SOR-208
	467.67
	Cum.
	145.00
	67812.15

	18. 
	Water allowance in be allowance item No. 751 to 756 between 15th November to 21 May  SI No. 557 A SOR 2008
	467.67
	Cum.
	20.00
	9353.40

	19. 
	Providing & applying a tack coat on the prepared WBM surface, heating bitumen in boiler & spraying the bitumen of penetration 80/100 with spray set fitted on boiler on boiler, cleaning & prepared the existing road surface as per MOST specification no. 502 with 10 kg of bitumen per 10 sqm. 


	1394.45
	Sqm.
	47.20
	65818.04

	20. 
	Providing & laying Bitumen Macadam on prepared surface with specified graded crushed aggregate for base/binding course including loading of aggregate with loader and hot mixing or stone aggregate and bitumen of penetration 60/70 in H.M.P. transporting the laying mixed material with paver finisher to the required levels and grade rolling with power roller to achieve the desired density excluding cost of lack coat. MOST/503 (A.R)with 3.25% bitumen by wt. of total mix
	70.22
	Cum.
	5456.00
	383120.32

	21. 
	Providing & applying a tack coat on the painted surface, heating bitumen in boiler & spraying the bitumen of penetration 80/100 with spray set fitted on boiler, cleaning & prepared the existing road surface as per MOST specification no. 502 with 3 kg of bitumen per 10 sqm. 
	1394.45
	Sqm.
	15.10
	21056.20

	22. 
	P/L and consolidation of S.D.C. concrete on prepared surface with 4.5% maxphalt 60/70 by weight of total mix by specified graded or a shed aggregate for wearing course i.e. loading aggregate with H.P. loader heating aggregates binder etc. not mix plant transporting the mixed material into tipper and laying with Paver finisher to required level rolling with power roller to achieve the desired density as per MOST No. 511 i.e. Supply of labour materials T&P etc. also for proper completion of the work as per directional E/I 
	35.11
	Cum.
	7221.00
	253529.31

	23. 
	Making connection of drain or sewer line with existing manhole including breaking into and making good the walls, floors  with cement concrete 1:2”4 mix          ( 1 cement : 2 coarse sand : 4 graded stone aggregate 20 mm nominal size ) cement plastered on both sides with cement mortar 1:3 (1 cement  : coarse sand) finished with a floating coat of neat cement and making necessary channels for the drain etc.  complete: DSR 2007/ 19:21.3 
	04
	each
	302.95
	1211.80

	24. 
	Preparation of sub-grade by excavation of earth to an average depth of 10.00 cm. dressing to camber and consolidation with road roller with all complete (A.R.)
	1404.45
	Sqm.
	10.05
	14114.72

	25.
	Construction of chamber internal size 0.60m x 0.60m  x 3.00m as directed by the Engineer-in- change 
	25 
	Each 
	7574.00
	189350.00

	26.
	Addition or subtraction in item No. 25 above for regulation manhole shaft as per drawing, design specification as per directed by the Engineer-in-charge i/c supply of all material T&P etc. required charge i/c supply of al material T& P etc. rqeuired for proper completion of work. 
	(-)10  
	RM
	2097.00
	(-) 20970.00

	
	
	
	
	Total = 
	3042540.19


J.E.





A.E.




E.E.

GHAZIABAD DEVELOPMENT AUTHORITY, GHAZIABAD

PART – B

PART – B  (WATER SUPPLY LINE) 

	Sr.

No.
	Item of Work 
	Qty
	Unit
	Rate per Unit
	Amount

(Rs.)

	1.
	2
	3
	4
	5
	6

	1
	Carting from GDA store upto 15 km laying / jointing and fixing of following dia P.V.C pipe all Qualities Special Coupling fitting etc. site of work lowering into trenching laying , testing of pipe line excluding the cutting of pipe for making of to length and joint P.V.C. pipe supply by G.D.A. store.

A) 140mm dia P.V.C. pipe      

      6kg/cm2

B) 160mm dia P.V.C. pipe

      6kg/cm2
	102.50

784.00


	RM

RM


	14.45

16.14


	1481.13

12653.76



	2
	Dismantling of  Bituminous surface including sorting out and stacking of serviceable material of to 50m  
	709.20
	Sqm.
	12.00
	8510.40

	3.
	Excavation for pipe line in ordinary soil loam clay or sand including filling back watering and ramming disposal of surplus earth up to 50m lead and 1.5 m lift.
	851.04
	Cum.
	60.08
	51130.48

	4.
	Cartage of sluice valve of 25mm to 150mm dia size to the site of work lowering in already prepared trench and fixing them in position but excluding jointing which shall be paid separately excluding cast of valve (Sluice valve shall be supply from G.D.A store .       

(A) 125mm dia  

(B) 150mm dia 
	05

02
	Each 

Each 
	66.00

66.00
	330.00

132.00

	5.
	Construction of sluice valve chamber internal size 0.60 x 0.75 x 1.50 m including C.I. Cover with frame all complete of the work. 
	07
	each
	2781.00
	19467.00

	 6.
	Supply of materials 

A) Nut Bolt full threading 

B) M.S. Clamp 

C) Cement Solvent  
	20 Kg.

102 No.

10.00
	Kg.

each

litres
	30.00

33.00

130.00
	600.00

3366.00

1300.00

	7.
	P/L Flanged C.I. Standard Special such as tees bend colors tapers caps etc. suitable for Flanged jointing as per I.S. up to 300mm dia .  
	20
	Kg.
	60.00
	1200.00

	
	
	
	
	Total =
	100170.77


J.E.





A.E.




E.E.

 GHAZIABAD DEVELOPMENT AUTHORITY
GHAZIABAD.

Name of work:        Laying of Balance Sewer line and water supply line in Kaushambi Scheme, Ghaziabad.
PRICE BID
I/We hereby tender for the execution of above mentioned work according to the Bill of quantities, Specification and terms and conditions referred to in the tender documents within the time frame as mentioned and in accordance with the specifications, design, drawings and instruction in writing and with such materials as are provided for and in all other respects in accordance with such conditions so for as applicable. 

I/We hereby agree to the percentage mentioned (below/above) on the printed rates of the Bill of Quantities for the execution of the above work. 

1. The Quantities are liable to wide variation upto 25% extent for which no claim whatsoever shall be entertained. 

2. All extra items shall be executed on the same rates as % percentage tendered by the contractor section wise on the basis of schedule of rates at the time of inviting the tenders or the current schedule rates which ever is lesser. 

3. Al works shall be carried out as per Most C.P.W.D. / U.P.P.W.D. detailed specification and amendments made therein from time to time. 

4. Sales Tax as admissible from time to time will be recovered from the gross amount of the bills. 

5. In the event of any dispute Ghaziabad Courts will have exclusive jurisdiction and no suit shall be lie in any other court outside Ghaziabad District. 

6. Bsdsnkj }kjk fufonk ds lkFk #0 100@& dk LVkEi isij rFkk #0 & 1@& dk jsosU;w LVSEi ij Bsdsnkj ekud Hkk"kk esa gLrk{kj dj layXu fd;k tk;sxk] ftl ij Bsdsnkj }kjk ;g vUMjVsfdax nh tk;sxh fd fufonk dh njsa oS|rk dh vof/k 10 fnu esa okfil ugha yh tk;sxh rFkk fu/kkZfjr oS|rk vof/k esa fufonk dh njsa okfil yh tkrh gSA ml fLFkfr esa fufonk ds lkFk layXu /kjksgj jkf'k ¼100 izfr'kr½ tCr dj yh tk;sxh A

7. I/We ......................................................... hereby offer to execute the above Work ........................................................ on ............................................ % (in figure) (in words) .............................................................................. .................................. above/below the rates printed on the attached bill of quantity in respect of section. 

........................................................ of the works. 

Contractor 

Address of Firm..............................................

Tele. No. ........................................................

Asst. Engineer(E)
    Officer Opening
Officer Recommending  Vice Chairman


G.D.A.


Tender


Tender


G.D.A.

SCHEDULE 'C'

The following materials shall be issued at the rates and places noted against each, in case of delay and non-supply of materials no claim what so ever will be entertained on this account. How ever suitable extension of time shall be granted in these ground for these items at serial No. 1,2,3, & 4.

	
	Material
	Rate
	Unit
	Remarks

	1.
	Cement
	240.00
	Per bag
	

	2.
	Flush door shutters
	-
	Free of Cost
	Ghaziabad development authority godown at Ghaziabad or any other lace with in 8 Km. from Ghaziabad development Authority office, Ghaziabad.

	3.
	Ribbed Tor steel
	30000.00
	Per MT
	

	4.
	Mapxhalt 80/100 (in drums)
	-
	Per Drums
	

	5.
	G.I. Pipes
	-
	Free of Cost
	

	6.
	RCC hume pipe/PVC pressure pipe/C.I. titan Pipe
	-
	Free of Cost
	

	7.
	Water Tanks
	-
	Free of Cost
	

	
	
	
	
	


1. Any other materials if available in Authority stores can be issued to the contractor for the specific use in the construction work at stock issue rate or market rate which ever is higher after due permission of the Executive Engineer.

2. The Contractor shall not have the option to refuse to take delivery of and article stated above. No claim will not be accepted in this account. 

3. For non supply or non availability in market the deptt. shall not be held responsible. 

4. Contractor should ensure that duly required quantities are got issued. The surplus quantity of materials if available in good condition may be taken by dept. No charged will be paid contractor for the surplus materials. 

5. Calculation for materials based on U.P. PWD Yard stick shall be binding on contractor. One bag of cement will be considered equivalent to 1.18 sq.ft. 

6. All receipt is given by the contractors authorised agent whose name should be intimated to the Engineer Incharge in writing shall be conclusive proof of the delivery of the materials. 

7. For the issue of material more then bonafied requirement the cost will be recovered at puretive rates which shall be two times of the issue rate. 

8. All incidental for cartage, storage safe custody straighting of steel bars etc. shall be born by the contractors. 

9. For cement storage, work double lock system will have to followed by the contractor. 

10. Not more then one monthly requirement shall be issued at a time. 

11. Bonafide wastage in steel will be calculated @ 3% on measured quantity and will be permitted in working out steel consumed. 

12. The contractor will have to return empty maxphalt drums to Ghaziabad Development Authority in good condition, failing which cost of the same @ Rs. 40/- per drum shall be recovered from him. 

13. Bonafied variation in cement will be calculated @ 2% on consumption will be permitted in working out cement consumed. 

14. izkf/kdj.k LVksj esa LVhy @ lhesUV @ th0vkbZ0ikbZi miyC/k u gksus dh fLFkfr es bsdsnkj dks mijksDr lkexzh cktkj ls Ø; djus dh vuqefr fuEu 'krksZ ds vuqlkj nh tk;sxh A
1- Bsdsnkj }kjk cktkj ls LVhy@lhesUV@th0vkbZ0ikbZi Ø; dh fLFkfr esa 'ksM;wy ^lh* dh nj ls] izkf/kdj.k }kjk Ø; dh x;h lkexzh dh nj vFkok cktkj nj es atks Hkh U;wure gS] ml ij Ø; dh tk;sxh A

2- Ø; dh x;h lkexzh LVhy@lhesUV@th0vkbZ0ikbZi vkbZ0,l0vkbZ0 ekdZ gksuk pkfg, rFkkC;kt HkkM+k] mrjkbZ ,oa C;kt bR;kfn dksbZ ns; ugha gksxk A

3- Ø; dh x;h lkexzh LVhy@lhesUV@th0vkbZ0ikbZi dh ewy jlhnsa foHkx esa tek djkuh gksxh A

4- ;fn Bsdsnkj }kjk 'ksM;wy lh ls fu/kkZfjr nj ls de ij lkexzh Ø; dh tkrh gSa rks nksuksa dk vUrj foHkkx es tek djkuk gksxk rFkk ;fn 'ksM;wy lh es fu/kkZfjr nj ls vf/kd nj ij lkexzh Ø; dh tkrh gS ml fLFkfr es vUrj dk Hkqxrku ugha fd;k tk;sxk A 

Contractor

          Officer Opening
             Officer Issuing 
              Vice Chairman





Tender


Tender


G.D.A.

07-11-2009


