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GHAZIABAD DEVELOPMENT 

AUTHORITY 
GHAZIABAD

TENDER DOCUMENT

(VOLUME-II)

PRICE BID

NAME OF WORK : Construction of 384 E.W.S. Four story Houses at Nyay Khand, Indirapuram, Ghaziabad.   (Part-B)

YEAR – 2009-10
EXECUTIVE ENGINEER 

GHAZIABAD DEVELOPMENT AUTHORITY  
GHAZIABAD

TENDER AT GLANCE

VOLUME - II

PRICE BID


NAME OF WORK : Construction of 384 E.W.S. Four story Houses at Nyay Khand, Indirapuram, Ghaziabad.   (Part-B)


	Estimated Cost 
	:
	Rs. 808.53 Lacs

	
	
	

	Cost of Tender 
	: 
	Rs.5500.00

	
	
	

	Earnest Money 
	:
	Rs 16.17 Lacs

	
	
	

	Time of Completion 
	:
	6 Months

	
	
	

	Liability/Maintenance  period 
	:
	One Year

	
	
	

	Validity of Tender 
	:
	Three months

	
	
	

	Date of sale of Tender 
	: 
	28.01.10 to 16.02.10

	
	
	

	Date of Opening  of  Tender

 
	:
	18-02.10

	   1. Pre-Qualification
	:
	18.02.10

	   2. Price Bid
	:
	After Sanction of PQ Bid


GHAZIABAD DEVELOPMENT AUTHORITY

NAME OF WORK : Construction of 384 E.W.S. Four story Houses at Nyay Khand, Indirapuram, Ghaziabad.   (Part-B)

Bill of Quantity
	S.

No
	Item of Item
	Qty.
	Unit
	Rate
	Amount

	1.
	Earth work in excavation by mechanical means (Hydraulic excavator) / manual means in foundation trenches or drains (not exceeding 1.5 m in width or 10 sqm on plan) including dressing of sides and ramming of bottoms, lift up to 1.5 m, including getting out the excavated soil and disposal of surplus excavated soil as directed, within a lead of 50m. DSR-07/2.8
	375.00
	cum.
	103.40
	38775.00

	2.
	Providing and laying in position cement concrete of specified grade excluding the cost of centering and shuttering . All work up to plinth level : 

1:4:8 (1 Cement : 4 coarse sand : 8 graded stone aggregate 40 mm nominal size) 

DSR-07/4.1.8
	46.00
	cum.
	2449.00
	112654.00

	3.
	Providing and laying in position specified grade of reinforced cement concrete excluding the cost of centering, shuttering, finishing and reinforcement. All work upto plinth level in 1:1:2 (One cement, 1 for sand, 2 graded stone aggregate 20mm nominal size) DSR No. 5.1.2/2007.
	99.00
	Cum.
	4841.15
	285813.00

	
	
	
	
	
	

	4.
	Providing and laying in position ready mixed concrete 1:1½:3 for beam and slab manufactured in fully automatic batching plant and transported to site of work in transit mixer for a lead up to 10 kms having continuous agitated mixer, manufactured as per mix design of specified grade for reinforced cement concrete work including pumping of R.M.C. from transit mixer to site of laying, excluding the cost of centering, shuttering finishing and reinforcement including cost of admixtures in recommended proportions as per IS : 9103 to accelerate/retard setting of concrete, improve workability without impairing strength and durability as per direction of the Engineer - in - charge M-20 grade reinforced cement concrete. All works up to floor V level. 

 DSR 07/5.37
	139.00
	cum.
	4356.50
	605553.50

	5.
	Reinforced cement concrete work in walls (any thickness) including attached pilasters, buttresses, plinth and string courses, fillets, columns, pillars, piers, abutments, posts and struts etc. up to floor five level excluding cost of centering, shuttering, finishing and reinforcement : DSR-07/5.2.2
	
	
	
	

	
	1:1:5:3 ( 1 cement : 1.5 coarse sand : 3 graded stone aggregate 20 mm nominal size)
	17.00
	cum.
	4092.35
	69569.95

	6.
	(a) Centering and shuttering including strutting, propping etc and removal of from for : foundation footing base of column etc.  

DSR-07/5.9.1


	172.00
	sqm.
	187.35
	32224.20

	
	(b) Same as above item 6(a) but for suspended floors, roofs, landing balconies etc. DSR-07/5.9.3
	214.00
	sqm.
	187.35
	40092.90

	
	(c)  Same as above item 6(a) but for lintel, beams, girders, bressumers and cantilevers. DSR-07/5.9.5
	26.00
	sqm.
	162.65
	4228.90

	
	(d) Same as above item 6(a) but for column, piers, abutments, posts and struts. 

DSR-07/5.9.6
	238.00
	sqm.
	238.40
	56739.20

	7.
	Reinforcement for R.C.C. work including straightening, cutting, bending, placing in position and binding all complete. 

DSR-07/5.22.1

Mild steel and Medium Tensile steel bars. 
	298.00
	Qtl.
	4150.00
	1236700.00

	8.
	Brick work with F.P.S. brick of clsss designation 150 in foundation and plinth in.  (Cement mortar 1:6 (1 cement : 6 coarse sand) 

DSR-07/6.1.2 + cost diff. of M-75 & M-150
	1.00
	cum.
	2213.75
	2213.75

	9.
	Cement concrete with 2cm gauge approved stone grit coarse sand and cement in the proportion of 4:2:1 including supply of all materials, labour T&P etc. required for proper completion of the work. Sl No. 279(a)
	4.00
	cum.
	3194.10
	12776.40

	10
	Brick work with F.P.S. brick of class designation 150 in foundation and plinth in.  (Cement mortar 1:4 (1 cement : 4 coarse sand), Extra for forming cavity 5 cm to 7.5cm wide in cavity walls with necessary weep and vent holes including use of cores and cost of providing and fixing bitumasitic coated M.S. ties 300 mm long of 25x3mm section at not less than 3 ties per sqm as per approved design.  

DSR-07/6.1.1+6.5+ cost diff. of M-75 & M-150.
	272.00
	cum.
	2575.40
	700508.80

	11
	Half brick masonry with F.P.S. bricks of class designation 150 in superstructure above plinth level up to floor V level. 

DSR-076.13+cost diff. of M-75 87and M-150.
	660.00
	Sqm.
	332.58
	219502.80

	
	
	
	
	
	

	12
	12mm cement plaster of mix. 

1:4( 1 cement : 4 find sand)

DSR-07/13.1.1
	3940.00
	sqm.
	77.55
	305547.00

	13
	15mm cement plaster on the rough side of single or half brick wall of mix : 

1:4 ( 1 cement : 4 find sand)

DSR-07/13.2.1
	1980.00
	sqm.
	90.35
	178893.00

	14
	White washing with lime to give an even shade. (New work Three or more coats) DSR-07/13.37.1
	3940.00
	sqm.
	6.75
	26595.00

	15
	Finishing walls with water proofing cement paint of required shade. New work (Two or more coats applied @ 3.84 Kg/10sqm). DSR-07/13.44.1
	1980.00
	sqm.
	30.80
	60984.00

	16
	20 mm cement plaster of mix. 1:4 (1 cement : 4 fine sand)

DSR-07/13.3.1
	42.00
	sqm.
	110.45
	4638.90

	17
	Providing and fixing - T-iron frames for doors, windows and ventilators of mild steel Tee-sections, joints mitred and welded with 15x3 mm lugs 10cm long embedded in cement concrete blocks 15x10x10 cm of 1:3:6 ( 1 cement : 3 coarse sand : 6 graded stone aggregate 20 mm nominal size) or with wooden plugs and screws or rawl plugs and screws or with dash fasterner or with fixing clips or with bolts and nuts as required including fixing of necessary but hinges and screws and applying a priming coat of approved steel primer. DSR-07/10.13
	18.00
	Qtl.
	5115.00
	92070.00

	18
	Steel work welded in built up sections/framed work including cutting, hoisting, fixing in position and applying a priming coat of approved steel primer using structural steel etc. as required. (in gratings, frames, guard bar, ladder, railings, brackets, gates and similar works.) 

DSR-07/10.25.2
	10.00
	Qtl.
	5120.00
	51200.00

	19
	M.S. or Iron work of steel Z section window excluding Glass panes etc. wrought to required from including supply of steel bolts, nuts wastage etc. and their fixing required for proper completion of the work. S.No.502 (b)
	
	
	
	

	
	G.F.
	2.00
	Qtl.
	6100.00
	12200.00

	
	F.F.
	2.00
	Qtl.
	6130.50
	12261.00

	
	S.F.
	2.00
	Qtl.
	6161.00
	12322.00

	
	T.F
	2.00
	Qtl.
	6191.50
	12383.00

	20
	Providing and fixing 30mm thick ISI marked flush door shutters conforming to IS : 2202 (Part I ) non-decorative type, core of block board construction with frame of first class hard wood and well matched commercial quality 3 play veneering with vertical grains or cross bands and face veneers on both faces of shutters. : 

DSR 9.21.2
	184.00
	sqm.
	929.95
	171110.80

	
	
	
	
	
	

	
	
	
	
	
	

	21
	Approximate cost of ISI marked oxidized iron fitting with screws for door & windows etc. as per SI No. 473
	
	
	
	

	
	G.F.
	46.00
	sqm.
	280.00
	12880.00

	
	F.F.
	46.00
	sqm.
	282.80
	13008.80

	
	S.F.
	46.00
	sqm.
	285.63
	13138.98

	
	T.F
	46.00
	sqm.
	288.48
	13270.08

	22
	Supply and filling cinder as per direction Engineer-in-charge. Sl. No. 13
	
	
	
	

	
	F.F.
	0.60
	Cum
	183.20
	109.92

	
	S.F.
	0.60
	Cum
	185.66
	111.40

	
	T.F
	0.60
	Cum
	187.51
	112.51

	23
	Concrete with 4 cm. gauge ballast, fine sand of 1.25 F.M. and cement in proportion of 1:5:10 in foundation and under floors, including supply of all materials, labour, T&P etc. required for proper completion of the work. S.I. No. 374. 
	2.00
	Cum.
	2237.75
	4475.50

	
	G.F.
	19.00
	Cum
	1700.00
	32300.00

	
	F.F.
	13.00
	Cum
	1717.00
	22321.00

	
	S.F.
	13.00
	Cum
	1737.17
	22544.21

	
	T.F.
	13.00
	Cum
	1751.15
	22764.95

	24
	2.5 cm thick 1:2:4 plane cement concrete floor with cement approved coarse sand & 2 cm graded approved stone grit laid in panels finished with 3 mm floating coat of neat cement and marble dust in ratio 5:1 as specified over including 8 cm thick base concrete consisting of cement fine sand of 1.25 fm and brick ballast 4 cm gauge in proportion of 1:4:8 and removing any overlapping mortar at the joints of the panels if any and giving them a uniform finish including supply of all materials, labor T&P etc. required for proper completion of the work Sl No. 600. 
	
	
	
	

	
	G.F.
	185.00
	sqm.
	260.00
	48100.00

	25
	Item same as above item no. 25 but for 4.0 cm. thick 1:2:4 plane cement concrete floor along with cement & approved coarse sand & 2 cm graded approved stone grit but with out base concrete including supply of all materials, labour, T&P lead panel finished 3 mm floating coat of neat cement work SL no. 605.
	
	
	
	

	
	F.F.
	156.00
	sqm.
	191.90
	29936.40

	
	S.F.
	156.00
	sqm.
	193.82
	30235.92

	
	T.F
	156.00
	sqm.
	195.76
	30538.56

	26
	2cm thick cement plaster in dado or skirting in 1:2 consisting of one par of cement and two parts of approved coarse sand laid in panels finished with 3mm floating coat of neat cement or cement mixed with marble dust in ratio 5:1 including supply of all materials, labour T&P plans etc. required for proper completion of the work. Sl No. 597
	
	
	
	

	
	G.F.
	25.00
	sqm.
	117.00
	2925.00

	
	F.F.
	25.00
	sqm.
	118.17
	2954.25

	
	S.F.
	25.00
	sqm.
	119.35
	2983.75

	
	T.F
	25.00
	sqm.
	120.54
	3013.50

	27
	Painting on DPC or over roof slab one coat of air blown bitumen 60/70 or 80/100 grade @ one Kg/Sqm. including cost of fuel wood other materials, labour &P etc. required for proper completion of work.  Sl. No. 362.
	190.00
	sqm.
	36.00
	6840.00

	28
	Supply and fixing 100 mm, round of hexagonal box type Pankha hook with 12mm. dia round bar complete with all materials, labour, T&P complete. Sl. NO. 21.28
	32
	No.
	100
	3200.00

	29
	10 cm thick (average) mud phaska of damped brick earth on roofs laid to slope consolidated and plastered with 25 mm thick mud mortar mixed with bhusa at 35 kg. per cum of earth and gobri leaping with mix 1:1: (1 clay : 1 cow dung) and covered with flat tile bricks of class designation 100 grouted with cement mortar 1:3 ( 1 cement : 3 fine sand) mixed with 2% of integral water proofing compound by weight of cement and finished neat :  DSR-07/12.16.1
	190.00
	sqm.
	330.00
	62700.00

	30
	Making Khurras 45x45c with average minimum thickness of 5 cm cement concrete 1:2:4 ( 1 cement : 2 coarse sand : 4 graded stone aggregate of 20mm nominal size) over PVC sheet 1 m x 1 m x 400 mocron finished with 12mm cement plaster 3:3 (1 cement : 3 coarse sand) and a coat of neat cement founding the edges and making and finishing the outlet complete. Sl. No.  21.33 New item. 
	8
	No.
	108.00
	864.00

	31
	Providing gola 75x75mm in cement concrete 1:2:4 ( 1 cement : 2 coarse sand : 4 stone aggregate 10mm and down gauge) including finishing with cement mortar 1:3 ( 1 cement : 3 fine sand) as per standard design:  In 75x75mm deep chase DSR 12.21.1
	56.00
	Rmt
	67.35
	3771.60

	32
	Providing and fixing bright finished 100mm mortice bock with 6 levers without pair of handles for aluminum door with necessary screws etc. complete (Best make of approved quality) as per direction of Engineer-in-charge. DSR 9.113
	32
	No.
	203.50
	6497.60

	33
	Painting and lettering number plates on ends of parapets of culverts and bridges in letters height from 2.5 cm to 8 cm with approved enamel paint of superior quality including supply of all materials, labour and T&P etc. required for proper completion of the work.  Sl.No. 823
	32
	Nos.
	13.20
	422.40

	34
	Painting or varnishing work in small areas or new wood work with one coat (upto one square meter of ready mixed priming paint and two coat of approved superior quality ready mixed paint or varnish including supply of all materials, labour, T&P etc. required for proper completion of the work. Paint to be used should confirm the ISI No. 103-1950 SI No. 641+642
	
	
	
	

	
	G.F.
	Sqm.
	91.00
	39.50
	3594.50

	
	F.F.
	Sqm.
	91.00
	39.90
	3630.90

	
	S.F.
	Sqm.
	91.00
	40.29
	3666.39

	
	T.F.
	Sqm.
	91.00
	40.70
	3703.70

	35
	Painting roofs or other iron work in large areas with one coat priming and two coat of approved (above one sq. meter) paint (Brtish anisole or equivalent) including supply of all materials, labour, T&P etc. required for proper completion of the work. Paint to be used should confirm the ISI No. 103-1950 above but for every coat after the first coater SK No. 644+645.
	
	
	
	

	
	G.F.
	Sqm.
	9.00
	30.00
	270.00

	
	F.F.
	Sqm.
	9.00
	30.30
	272.70

	
	S.F.
	Sqm.
	9.00
	30.60
	275.40

	
	T.F.
	Sqm.
	9.00
	30.91
	278.19

	36
	Providing and applying plaster of Paris putty of 2 mm thickness over plastered surface to prepare the surface even and smooth complete. DSR No. 13.26 
	760.00
	sqm.
	47.20
	35872.00

	37
	P/F 6mm thick china white glazed tile in flooring or in skirting or dado laid with 1:3 cement and approved coarse sand mortar, finished with white cement slurry jointing and polishing complete etc. i/c. supply of all materials, labour, T&P etc. SI No. 628. 
	
	
	
	

	
	G.F.
	Sqm.
	113.00
	810.00
	91530.00

	
	F.F.
	Sqm.
	113.00
	818.10
	92445.30

	
	S.F.
	Sqm.
	113.00
	826.28
	99369.64

	
	T.F.
	Sqm.
	113.00
	834.54
	94303.02

	38
	Providing and fixing 1st quality ceramix glazed wall tiles conforming to IS : 15622 (thickness to be specified by the manufacture) of approved make in all colours, shades except burgundy, bottle green, black of any size as approved by Engineer-in-charge in skirting, risers of steps and dados over 12mm thick bed of cement mortar 1:3 (1 cement : 3 coarse sand) and jointing with grey cement slurry @ 3.3kg. per sqm including pointing in white cement mixed with pigment of matching shade complete. DSR-07/11.36
	1.00
	sqm.
	598.65
	598.65

	39
	Providing and fixing 18mm thick gang saw cut mirror polished premoulded and prepolished) machine cut for kitchen platforms, vanity counters, window sills, facias and similar location of required size of approved shade, colour and texture laid over 20 mm thick base cement mortar 1:4 ( 1 cement : 4 coarse sand) with joints treated with white cement, mixed with matching pigment, epoxy touch ups, including rubbing, curing, moulding and polishing to edge to give high gloss finish etc. complete at all levels. DSR 8.2.1.2
	36.00
	sqm.
	1358.15
	48893.40

	40
	Providing and fixing glass strips of 4 mm thickness in joints of floors and skirting at the time of laying labour, T&P etc. complete of 2.2 cm. depth SI No. 631 
	620.00
	Rmt
	13.00
	8060.00

	41
	Supply and fixing of KOta stone in flooring 20mm thick and joint filled with 1:2 cement and coarse sand with approved coloring materials to be given an even shade with 12mm base coat (bedding) of 1:2 cement & coarse sand mortar and polished by hand or machine and finally finished with French including supply of all materials, labour, T&P etc. required for proper completion of work. SI No. 14.26 (new item). 
	
	
	
	

	
	G.F.
	27.00
	Sqm.
	800.00
	21600.00

	
	F.F.
	27.00
	Sqm.
	808.00
	21816.00

	
	S.S.
	27.00
	Sqm.
	816.08
	22034.16

	
	T.S.
	27.00
	Sqm.
	824.24
	22254.48

	42
	Supply and fixing 10 to 12mm thick kota stone tiles in skirting or dado laid with 1:2 cement and approved coarse sand mortar finished with in its cement color slurry, jointing and polished of approved quality complete including supply of all materials, labour, T&P etc. required for proper completion of the work. 

S.I. No. 14.26 

New Item (3). 
	
	
	
	

	
	G.F.
	7.00
	Sqm.
	775.00
	5425.00

	
	F.F.
	7.00
	Sqm.
	782.75
	5479.25

	
	S.S.
	7.00
	Sqm.
	790.58
	5534.06

	
	T.S.
	7.00
	Sqm.
	798.48
	5589.36

	43
	Earth work in cutting or in embankment in ordinary soil excavation to be in the from of regular pits not exceeding 0.50M. in depth and earth work in embankemnt to be in 20cm. layers including remmeing and dressing the surface to required levels and slopes and also including 1.50M lift and 30M. lead. The earth from cutting to be used in making embankment or to be deposited as spoil banks with in 30M. distances as directed by the Engineer incharge. Including. SI. 253(a)
	
	
	
	

	
	cartage from 10 Km distance.
	90.00
	cum.
	185.30
	16677.00

	44.
	Supply and fixing of glass panes with putty and nails wherever necessary. 
	
	
	
	

	
	Float glass panes of thickness 4mm
	17.50
	Sqm.
	427.60
	7483.00

	45.
	Dismantling of existing abundant block 
	1
	Job
	L.S.
	5000.00

	46.
	Safety arrangement for public 
	1
	Job
	L.S.
	125000.00

	47.
	Provision for rain water harvesting 
	2
	Nos.
	150000.00
	300000.00

	
	
	
	
	Total
	5993747.78

	
	Sanitary and Water Supply Work : 
	
	
	
	

	1.
	Providing and fixing white vitreous china water closet squatting pan (Indian type) Orissa Pattern W.C. pan of size 580x440mm DSR 17.13.2
	32
	Nos.
	1010.85
	32347.20

	2
	P/F floor trap covers As per DSR 19.38)
	48
	Nos.
	90.00
	4320.00

	3
	Providing and fixing on wall face unplasticised Rigid PVC rain water pipes conforming to IS : 13592 Type A including jointing with seal ring conforming to IS : 5382 leaving 10 mm gap for thermal expansion (i) Single socketed pipes. 

110mm diameter 

DSR 12.40
	100
	Rmt.
	163.40
	16340.00

	4a
	Providing and fixing on wall face unplasticised - PVC moulded fittings/ accessories for unplasticised Rigid PVC rain water pipes conforming to IS : 13592 Type A including jointing with seal ring conforming to IS : 5382 leaving 10 mm gap for thermal expansion. DSR 12.42
	8
	No
	134.20
	1073.60

	4b
	Same item no. 4a but shoe 

DSR 12.42.6.2
	8
	No.
	263.10
	2104.80

	4c
	Same item no. 4a but terminal guard
	8
	No.
	50.00
	400.00

	5
	Providing and laying cement concrete 1:5:10 (1 cement : 5 coarse sand : 10 graded stone aggregate 40 mm nominal size) up to haunches of S.W. pipes including bed concrete as per standard design. 

150mm diameter S.W. pipe 

DSR 19.3.2
	50.00
	Rmt.
	255.10
	12755.00

	6
	Providing and fixing square - mouth S.W. gully trap grade "A" complete with C.I. grating bricks masonry chamber with water tight C.I. cover with frame of 300x300mm size (inside) the weight of cover to be not less than 4.50 kg and frame to be not less than 2.70kg as per standard design 150x100 mm size P type with F.P.S. bricks class designation 75as per DSR 19.4.2.1
	8
	No
	961.95
	7695.60

	7
	Providing and fixing M.S. holder bat clamps of approved design. For 100 mm dia pipe. 

DSR 17.37.1


	64
	No
	65.35
	4182.40

	8a
	Concealed pipe including painting with anti corrosive bitumastic paint, cutting chases and making good the wall.  15mm dia nominal bore DSR 18.11.1
	350.00
	Rmt.
	144.75
	50662.50



	8b
	Providing and fixing G.I. pipe complete with G.I. fittings and clamps, including cutting and making good the walls etc. 

15mm dia nominal bore. DSR 18.10.1
	700.00
	Rmt.
	105.85
	74095.00

	9
	Providing and fixing G.I. pipes complete with G.I. fitting and clamps including cutting and making good the walls etc. 20mm dia nominal bore DSR 18.10.2
	300.00
	Rmt.
	133.85
	40155.00

	10.
	Constructing masonry chamber 60x60x75cm, inside with 75 class designation brick work in cement mortar 1:4( 1 cement : 4 coarse sand) for sluice valve with C.I. surface box 100mm top diameter 160mm bottom diameter and 180mm deep (inside) with chained lid and RCC top slap 1:2:4 ( 1 cement : 2 coarse sand : 4 graded stone aggregate 20mm nominal size 10 necessary excavation foundation concrete 1:5:10 ( 1 cement : 5 fine sand : 10 graded stone aggregate 40mm nominal size and inside plastering with cement mortar 1:3 (1 cement : 3 coarse sand) 12mm thick finished with floating coat of neat cement complete as per standard design with F.P.S. bricks  DSR 18.33
	8
	No.
	3595.30
	28762.40

	10b.
	Same as item 10a DSR 18.34
	4
	No.
	6147.95
	24591.80

	11.
	Providing and fixing unplasticised PVC pipe clips of approved design to unplaticised - PC rain ater pipes by means of 50x50x50mm hard wood plugs, screws with M.S. screws of required length including cutting brick work and fixing in cement mortar 1:4 ( 1 cement : 4 coarse sand) and making good the wall etc. complete. 110 mm DSR 12.43
	64
	No
	96.90
	6201.10

	12a
	P/f Heavy Quality PVC pipe. for sewerage work 110mm dia.6 kg/sq cm
	150
	Rmt.
	280.00
	42000.00

	
	
	
	
	
	347686.40

	
	Internal Electrification Work:
	
	
	
	

	1.
	Wiring point for light with 1 sqmm FR PVC insulated multistrand and single core copper conductor cable in PVC conduit with 1.5sqmm. FR PVC insulated multistrand copper conductor cable as earth wire drawn inside the conduit and pains type switch and celing roase /angle batten holder on 3mm thick phenosc laminated backelite sheet etc. complete in all respects as directed including matching colour wash. SOR 131(c).
	160
	No
	361.00
	57760.00

	
	
	
	
	
	

	2
	Wiring paint for fan with 1sq.mm. FR PVC insulated multistrand signle core copper conductor cable in PVC conduit with 1.5 sqmm FR PVC insulated multistrand copper conductor cable as earth wire drawn inside the conduit, piano type switch and ceiling rose on 3mm thick phenolic laminated backelite sheet etc. complete in all respect including matching color wash. SOR-133(c) 
	32
	No.
	426.00
	13632.00

	
	
	
	
	
	

	3
	Wiring paint for plug with 1 sq.mm. FR PVC insulated multistrand single core copper conductor cable in PVC with 1.5sq.mm. FR PVC insulated multistrand copper conductor cable as earth wire drawn inside the conduit piano type switch and socket etc. complete in all respect including matching color wash.
	160
	No.
	193.00
	30880.00

	
	
	
	
	
	

	4.
	S/F for power plug will 15am 240 volt flush type switch. SOR No. -1139
	64
	No.
	209.00
	13376.00

	
	
	
	
	
	

	5.
	Supply and wiring of sub main

SOR No. 1139 
	720.00
	Rmt.
	269.00
	193680.00

	
	
	
	
	
	

	6.
	S/F surface / flush mounting 6 way TPN distribution board without MCB complete in all respect and as directed at site . SOR No. - 1027
	32
	No.
	464.00
	14848.00

	
	
	
	
	
	

	7.
	Supply and burying of 600mmx600mm x3mm copper plate vertically for earthing with its top at least 3 metres below ground level complete eith 20 mm dia G.I. pip and funnel for watering and one earthing lead of two no. 8 SWG copper wire in 15 mm dia G.I. pipe upto switch board( from will be extra ) 30 cm square C.I. frame with hinged cover masonary housing alternate layers of charcoal/ coke and salt at least 150 mm thick alround etc. complete in all respect. SOR No. 705
	8
	No.
	5925.00
	47400.00

	
	
	
	
	
	

	8.
	Supply and laying earth wire with G.I. Pipe 
	120.0
	Rmt.
	206.00
	24720.00

	
	
	
	
	Total
	396296.00

	
	
	
	
	
	

	(a)
	Cost of Civil Work 
	
	
	
	5993747.78

	
	
	
	
	
	

	(b)
	Sanitary & Water Supply Works
	
	
	
	347686.40

	
	
	
	
	
	

	(c )
	Internal Electrification Works
	
	
	
	396296.00

	
	
	
	
	
	

	
	Construction cost of 32 houses (GF, FF, SF, TF)
	              Total : 
	6737730.18

	
	
	
	
	
	

	
	Construction cost of 384 houses (12 block)
	Rs. 
	8,08,52,762.16


GHAZIABAD DEVELOPMENT AUTHORITY  
GHAZIABAD

NAME OF WORK : Construction of 384 E.W.S. Four story Houses at Nyay Khand, Indirapuram, Ghaziabad. (Part-B)

PRICE BID

I/We hereby tender for the execution of above mentioned work according to the Bill of quantities, Specification and terms and conditions referred to in the tender documents within the time frame as mentioned and in accordance with the specifications, design, drawings and instruction in writing and with such materials as are provided for and in all other respects in accordance with such conditions so for as applicable.

I/We hereby agree to the percentage mentioned (below/above) on the printed rates of the Bill of Quantities for the execution of the above work.

1. The Quantities are liable to wide variation upto 25% extent for which no claim whatsoever shall. be entertained.

2. All extra items shall be executed on the same rates as % (percentage) tendered by the contractor section wise on the basis of schedule or rates at the time of inviting the tenders or the current schedule rates which ever is lesser.

3. All works shall be carried out as per Most C.P.W.D./U.P.P.W.D. detailed specification and amendments made therein from time to time.

4. Sales Tax as admissible from time to time will be recovered from the gross amount of the bills.

5. In the event of any dispute Ghaziabad Courts will have exclusive jurisdiction and no suit shall be lie in any other court outside Ghaziabad District.

6. Bsdsnkj }kjk fufonk ds lkFk :0 100@& dk LVkEi isij rFkk :0 1@& dk jsosU;w LVSEi ij Bsdsnkj ekud Hkk"kk esa gLrk{kj dj layXu fd;k tk;sxk] ftl ij Bsdsnkj }kjk ;g vUMjVsfdax nh tk;sxh fd fufonk dh njsa oS|rk dh vof/k 10 fnu esa okfil ugha yh tk;sxh rFkk ;fn fu/kkZfjr oS|rk vof/k esa fufonk dh njsa okfil yh tkrh gSaA ml fLFkfr esa fufonk ds lkFk layXu Fkjksgj jkf'k ¼100 izfr'kr½ tCr dj yh tk;sxhA
7. I/We....................................................hereby offer the execute the above work.................... .........................................................on.....................................% (in figure) (in words)........... ..................................................................................................................................... above/below the rates printed on the attached bill of quantity in respect of section. ........................................................of the work.

CONTRACTOR

	Asst. Engineer

G.D.A.
	Officer Opening

Tender
	Officer Recommending

Tender
	Vice Chairman

G.D.A

	
	
	
	


SCHEDULE 'C'


The following materials shall be issued at the rates and places noted against each, in case of delay and non supply of materials no claim what so ever will be entertained on this items at serial No. 1, 2, 3 & 4.

	Material
	Rate
	Unit
	Remarks

	1. Cement

2. Flush door shutters

3. TMT Steel Bar 

4. Mapxhalt 80/100 (in drums)

5. G.I. Pipes

6. RCC hum pipe/PVC pressure      pipe/C.I. Titan Pipe

7. Water Tanks
	Rs. 240/-

–

Rs. 30000/-

–

–

–

–
	Per bag

Per MT
	Ghaziabad Development Authority godown at Ghaziabad or any other place with in 8 Km. from Ghaziabad development Authority Office, Ghaziabad


1. Any other materials if available in Authority stores can be issued to the contractor for the specific use in the construction work at stock issue rate or market rate which ever is higher after due permission of the Executive Engineer.

2. The Contractor shall not have the option to refuse to take delivery of and article stated above. No claim will not be accepted in this account.

3. For non supply or non availability in market the deptt. shall not be held responsible.

4. Contractor should ensure that duly required quantities are got issued. The surplus quantity of materials if available in good condition may be taken by deptt. No charged will be paid contractor for the surplus materials.

5. Calculation for materials based on U.P. PWD Yard stick shall be binding on contractor. One bag of cement will be considered equivalent to 1.18 cu.ft.

6. All receipt shall be given by the contractor’s authorized agent whose name should be intimated to the Engineer Incharge in writing shall be conclusive proof of the delivery of the materials.

7. For the issue of material more than bonafide requirement the cost will be recovered at pusitive rates which shall be two times of the issue rate.

8. All incidental  charges for cartage, storage safe custody straitening of steel bars etc. shall be born by the contractor.

9. For cement storage, double lock system will have to be followed by the contractor.

10. Not more than one monthly requirement shall be issued at a time.

11. Bonafide wastage in steel will be calculated@3% on measured quantity and will be permitted in working out steel consumed.

12. The Contractor will have to return empty maxphalt drums to Ghaziabad Development Authority in good condition, failing which cost of the same @ Rs. 40/- per drum shall.

13. Bonafide variation in cement calculated @ 2% on prescribed consumption will be permitted in working out cement consumed.

14. izkf/kdj.k LVksj esa LVhy@lhesUV@th0vkbZ0 ikbZi miyC/k u gksus dh fLFkfr esa Bsdsnkj dks mijksDr lkexzh cktkj ls Ø; djus dh vuqefr fuEu 'krksZa ds vuqlkj nh tk;sxhA
a. Ø; dh x;h lkexzh LVhy@lhesUV@th0vkbZ0 ikbZi] vkbZ0,l0vkbZ0 ekdZ gksuk pkfg, rFkk C;kt HkkMk] mrjkbZ ,oa C;kt bR;kfn dksbZ ns; ugha gksxkA
b. Ø; dh x;h lkexzh LVhy @lhesUV@th0vkbZ0 ikbZi dh ewy jlhnsa foHkkx esa tek djkuh gksxhA
c. ;fn Bsdsnkj }kjk 'ksM;wy & lh esa fu/kkZfjr nj ls de nj ij lkexzh Ø; dh tkrh gSa rks nksuksa dk vUrj foHkkx esa tek djkuk gksxk rFkk ;fn 'ksM;wy & lh esa fu/kkZfjr nj ls vf/kd nj ij lkexzh Ø; dh tkrh gS ml fLFkfr esa vUrj dk Hkqxrku Bsdsnkj dks fd;k tk;sxk ijUrq nksauksa gh fLFkfr esa dksbZ ykHkkaa’k ns; u gksxkA 
	Contractor
	Officer Issuing 

Tender
	Office Opening

Tender
	Vice Chairman

G.D.A
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